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ELEGANCE 52 FR
Fire rated curtain walling

Elegance 52 FR has been designed to meet the demand for the 
protection of people and their possessions in and around buildings.

System performance

Airtightness AE750

Watertightness RE750

Wind resistance 3000

Impact resistance I5 / E5

Fire resistance EI 30

• Based on the connection, drainage, clamping and capping principles of Elegance 
52 ST, the Elegance FR solution is indistinguishable therefore providing continuity 
of appearance with non-fi re rated elements, and aff ording the mixing of both 
solutions where partial compartmentation is required.

• A combination of intumescent strips, steel pressure plate clips, cooling materials 
and fi re resistant glazing ensures EI 30 classifi cation. 

• Both integrity and insulation are provided by the system, which as a result means 
not only the fi re itself, but also heat is kept outside for at least 30 minutes.

• Elegance 52 FR has been offi  cially tested to EN 1364-3, EN 1363-1 and EN 1363-2 
for both internal and external fi re-exposure.

• It is clear that any adaptation to create fi re resistance within the curtain wall will 
increase both the value and safety of the project.

www.sapabuildingsystem.com
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ELEGANCE 85 PF
Blast resistant curtain walling

Elegance 85 PF is a curtain wall system that provides protection in the 
event of a blast incident.

• Utilising the core and weathering principles 
of Elegance 52 ST, the Elegance 85 PF 
system has been designed specifically for 
the purpose of blast resistance.

• It derives the maximum benefit from the 
membrane action of laminated glass and 
its ability to safely transmit complex loads 
to the perimeter fixings, via the frame 
profiles.

• 30 mm deep glass rebates ensure that the 
glass is securely retained within the frame 
to provide a safe barrier for the building’s 
occupants and contents.

• Complimentary windows and doors 
are also available in the Sapa Building 
System Powerframe range, and can be 
incorporated into the curtain wall facade 
for a complete blast resistant solution.

• Products have been tested in accordance 
with ISO 16933 EXV25.

System performance

Blast resistance EXV25

www.sapabuildingsystem.com
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ELEGANCE 52 IT
Integrated windows

Elegance IT is an outward opening window-system, specifically 
designed with minimal visual aspect opening vents, for integration with 
Elegance 52 ST, HL, VL, SX and SGC.

• The complete range of Elegance 52 IT 
windows are available as a projected 
top-hung using dedicated vent profiles, 
or as a parallel opening where the same 
vent profile can also be used for larger top 
hung’s.

• Motorised solutions are also available with 
discrete housing profiles.

• Two structurally glazed solutions are avai-
lable in the Elegance 52 IT range, allowing 
stepped double glazed units to be bonded 
to a thermally broken vent (Elegance 5 IT S), 
or non-stepped vents to be bonded to a 
cold vent (Elegance 52 IT NS).

• 3M VHB tape can also be used instead of 
traditional structural sealants. 

• In all cases the double glazed units are 
re tained with security clips to ensure total 
safety.

• As an alternative structural glazing, 
the Elegance 52 IT window can also be 
traditionally glazed and externally beaded 
(Elegance 52 IT GB). 

System performance

Airtightness A4

Watertightness RE1200

Wind resistance 1200

Impact resistance I4 / E5

www.sapabuildingsystem.com
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ELEGANCE 52 / 85 GF
Glazed frame curtain walling

• Factory prepared beaded frames are used 
to rapidly glaze and weather tight the 
Elegance 52 curtain wall.

• The same frames can also be used with 
a dedicated range of 85mm mullion and 
transom profi les to create a hidden vent 
appearance when viewed from the inside 
outwards

• Each frame can be permanently fi xed to the 
curtain wall, or be fi tted using friction stays 
for top-hung opening.

• All frames provide a uniform picture-frame 
external appearance with the opening part 
indistinguishable from the fi xed parts.

• Using diff erent thermal breaks and foam 
inserts, four thermal steps are available for 
the frames. 

• Factory prepared frames ensure the highest 
level of workmanship is achieved.

• Integrated EPDM perimeter gaskets fi tted 
to each frame in the factory ensure robust 
weather performance.

System performance

Airtightness A4

Watertightness RE1200

Wind resistance 2000

Impact resistance I4 / E5

Elegance 52/85 GF is a semi-unitised system, with factory prepared 
externally beaded glazed frames secured into each aperture of the 
curtain wall for a picture framed appearance.

Elegance 52 GF Elegance 85 GF

www.sapabuildingsystem.com
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ELEGANCE 52 / 85 SG
Structurally glazed curtain wall system

Elegance 52/85 SG is a semi-unitised system, with factory prepared 
structurally glazed frames secured into each aperture of the curtain 
wall for a flush glazed appearance.

• Factory prepared structurally glazed frames 
are used to rapidly glaze and weather tight 
the Elegance 52 curtain wall.

• The same frames can also be used with 
a dedicated range of 85 mm mullion and 
transom profiles to create a hidden vent 
appearance when viewed from the inside 
outwards

• Each frame can be permanently fixed to the 
curtain wall, or be fitted using friction stays 
for top-hung opening.

• All frames provide a uniform external 
appearance with the opening part 
indistinguishable from the fixed parts.

• Different frames are available for stepped 
and non-stepped double glazed units. 

• Factory prepared frames ensure the highest 
level of workmanship is achieved.

• Integrated EPDM perimeter gaskets fitted 
to each frame in the factory ensure robust 
weather performance.

System performance

Airtightness A4

Watertightness RE1200

Wind resistance 1600

Impact resistance I4 / E2

Elegance 52 SG NS Elegance 85 SG S

www.sapabuildingsystem.com
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• Modular units are fully manufactured in the workshop, complete with all glazing 
units, spandrel panels, shading devices, fi xing brackets, integrated windows and 
doors, for reduced labour costs, improved quality control and no weather delays. 

• Installation of the modular units is considerably faster than traditional stick built 
curtain wall, reducing the on-site programme, whilst at the same time utilising 
less manpower.

• Cranes are used for lifting and positioning modules, promoting safer working 
practices as fi xing takes place on the inside of the building.

• The need for external scaff olding is eliminated, which can benefi t many inner city 
construction sites where access is restricted. 

• The benefi ts of just-in-time deliveries can also be implemented for construction 
sites where storage space is limited 

ELEGANCE 72
Unitised curtain walling

Elegance 72 is a unitised curtain walling system, combining both                                  
off -the-shelf solutions and project specifi c designs, each utilising the 
same common robust platform.

System performance

Airtightness A4

Watertightness RE1500

Wind resistance 2400

Impact resistance E5

www.sapabuildingsystem.com
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ELEGANCE 52 SOLAR CONTROL

The Elegance SC solar control range has been developed to compliment 
Elegance 52 curtain wall system and meet the ever increasing energy 
demands put on the building facade.

Eco Clip system has been developed to 
provide maximum shading to a facade, both 
in terms of area coverage and configuration 
options, whilst using simple profiles that are 
lightweight and inherently economic.

Aero Clip system has been developed to 
provide suited solutions for all applications 
with an emphasis on eye catching design.

Side-arm system is a range of blade profiles 
that can be used to create any shading 
configuration.

www.sapabuildingsystem.com



Sapa Building System, is one of the largest suppliers of aluminium building systems in Europe and is part of the Swedish group Sapa. The core 
business is the development and distribution of aluminium profile systems. Sapa Building System aims for well-developed systems and project 
solutions offering a tangible added value to fabricators, architects, investors and home-owners.

Windows, Doors, Sliding Systems, Curtain Walls, Conservatories, Balustrades, Gates, Solar Shading and BIPV

SAPA BUILDING SYSTEM
Service, from design to installation

Your local Sapa Building System fabricator

www.sapabuildingsystem.com
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SAPA BUILDING SYSTEMS NV
• Industrielaan 17, BE-8810 Lichtervelde 
 T +32 (0)51 72 96 66 | F +32 (0)51 72 96 89 | E  info.be@sapagroup.com 
• Industriezone Roosveld 11, BE-3400 Landen 
 T +32 (0)11 69 03 11 | F +32 (0)11 83 20 04


